
CLEAR ADHESIVE PP MATTE (SE300)

 Details

∙ Double coated polypropylene for rich colors and deep blacks.

∙ Permanent adhesive.

∙ Ultra white base for high image quality.

∙ Compatible with dye, pigment and latex inks.

 Specifications  KEY FEATURES

- Double Coating

- Aqueous & Latex Inks

- Permanent Self Adhesive

- Tear Resistant

- High Quality Image Reproductions

 Application

∙ Photo Realistic Prints, Posters, Decals and Graphics, Tradeshow Displays, Retail Displays

 

 General Information

∙ Printing Temp : Temperature 15 ~ 30℃ (59 ~ 86 ℉) / Humidity 30 ~ 60%

∙ Lamination : Lamination is optional.

∙ Storage : Temperature 10 ~ 30℃ (50 ~ 77 ℉) / Relative Humidity 50%

∙ Shelf Life : One year stored in original packaging at recommended conditions.

 (Coating warranty guaranteed for 6 months from date of purchase)

 How to buy :

∙ Please call 1-470-359-2111 to place an order or visit www.naturamedia.us for additional information.

∙ ICC Profiles are available by calling the above number.

Information provided here is subject to our test criteria and subject to change without prior notice. No media warranty is implied.
All material should be tested by purchaser to determine final suitability.  Printer and ink change may affect results. 

www.naturamedia.us
TEL 470-359-2111

FAX 470-359-2199

 Length (ft)

 Weight (gsm)

 Caliper (mil)

 Inner Core (inch)

 Surface 

 Width (inch)

 Coating

100

175

7.4

3

Matte

 24"/36"/42"/50"/60"

Porous

 Base Material

Inks
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