
Metallic Film S.A (SM100)

 Details

∙ Outstanding expression with metallic effect

∙ Metallic Reflection without special ink

∙ Permanent adhesive

∙ Printable with eco-solvent, latex and UV

∙ Suited for special effect display, electronic advertisement, retail display, tradeshow display and party decoration etc.

 Specifications  KEY FEATURES

- Reflective effect with silver metallic film

- Permanent adhesive

- Polyester Film

- Printable with eco-sol, UV, latex

- Suited for various special displays

 Application

∙ Fashion design, Electronic advertisement, Retail display, Trade show display, Party decoration and Window advertisement etc.

 

 General Information

∙ Printing Temp : Temperature 15 ~ 30℃ (59 ~ 86 ℉) / Humidity 30 ~ 60%

∙ Lamination : Optional.

∙ Storage : Recommended to store in closed original packaging in a cool 10 ~ 30℃ (50 ~ 77 ℉) and dry environment.

(Humidity 35~65% RH)

∙ Shelf Life : One year stored in original packaging at recommended temperature.

 How to buy :

∙ Please call 1-470-359-2111 to place an order or visit www.naturamedia.us for additional information.

∙ ICC Profiles are available by calling the above number.

Information provided here is subject to our test criteria and subject to change without prior notice. No media warranty is implied.
All material should be tested by purchaser to determine final suitability.  Printer and ink change may affect results. 

www.naturamedia.us 1750 Lakes Pkwy, Lawrenceville, GA 30043
TEL 470-359-2111

FAX 470-359-2199

 Length (ft)

 Weight (gsm)

 Caliper (mil)

 Inner Core (inch)

 Surface 

 Width (inch)

 Coating

Semi-Glossy

Resin

PET Base Material

Inks

36" / 60"30

190

6

3

http://www.naturamedia.us/

